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Simple Furnace Fixes
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Figure A
8 things to check
before you call a
repair service
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You can check and correct all eight items in just
a few minutes. We show
a gas-fired, forced-air furnace here, but most of
the same checks apply to
electric systems and hot
water boilers.
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1 Check the thermostat to make sure it’s on
Before you assume you have a furnace problem, check the
thermostat to make sure it’s actually telling the furnace to
come on. Thermostats, especially programmable ones, can
be complicated, and the more options a thermostat has, the
more that can go wrong.
■
■
■

■

Make sure the switch is on “Heat” rather than on “Cool.”
Check the temperature setting.
Compare the temperature setting to the room temperature. Set the temperature five
degrees higher than the
Lost your owner’s manroom temperature and see if
ual? Most major-brand
the furnace kicks on.
manuals are on the
Make sure the program is
Web—just go to the
displaying the right day and
manufacturer’s
time, as well as a.m. and
Web site.
p.m. settings.

tip

72

FEBRUARY 20 07 THE FAMILY HANDYMAN

■

■

■

■

Trace the thermostat wires back to the
furnace to check for breaks, especially
if you’ve done any remodeling recently.
If you find a break in one of the thin wires,
splice the line back together and wrap it with
electrical tape.
Replace the battery. If you have a power outage with a
dead battery, you’ll lose your settings and the thermostat
will revert to the default program.
Open the thermostat and gently blow out any dust or
debris. Make sure it’s level and firmly attached on the wall,
and that none of the wires coming into it are loose.
If you can’t make the program settings work, you can
bypass them altogether. Simply punch in the temperature
you want with the up/down control and then press the
hold button. That will switch on the furnace if the thermostat programming is the problem.

